
22 | 23

DETAILS
+ Kleine und große Formate

+ Bautiefen 1-seitig: 100 / 150 mm

+ Bautiefen 2-seitig: 90 / 130 / 200 mm

+  Beleuchtung: Seitliche Einflutung  

durch LED Module

+ Erfüllt IP 65

+ Dimmung auf Anfrage möglich

+ Unterschiedliche Lichtstärken lieferbar

+  Motiv: Backlit Material mit Gummilippe

+  Small and big formats

+ Installation depth 1-sided: 100 / 150 mm

+ Installation depth 2-sided: 90 / 130 / 200 mm

+  Illumination: Side illumination with LED  

modules

+ Suits IP 65

+ Dimming option on request

+ Several light intensities available

+  Motif: Backlit material with rubber bar

LED POSTER BOX

Rahmenlose Spanntechnik mit Stoffbespannung und Gummilippe
Frameless system with fabric and rubber strip

Mit der SOMMER LED Poster Box Technologie erzielen Sie 

eine hochwertige Ausleuchtung, die speziell für 2-seitige 

Leuchtsysteme entwickelt wurde. Dank der besonderen, 

für diesen Einsatz entwickelten LED Technik erzielen Sie 

bestmögliche Ergebnisse.

SOMMER’s LED Poster Box technology has been specifi-

cally developed to supply you with high-quality illumina-

tion for two-sided lighting systems. Specially developed 

for this application and high-performance LED lighting 

delivers the best possible results.

VORTEILE
+ Auch als Bausatz lieferbar

+ Beidseitige, wirtschaftliche Ausleuchtung

+ Geringes Eigengewicht

ADVANTAGES
+ Also available in kit form

+ Cost-effective illumination on both sides

+ Lightweight design

ANWENDUNGSBEREICHE I APPLICATIONS
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VIELSEITIGE FORMEN I VERSATILE DESIGNS


